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« a wide range of adjustable springs
?:f:vztnz’ﬁedsmsget are available for the cracking
. pressure in the range from
from being over s:tressed 3psig to 600psig.
' f Adjusting screw
Insert | /o sets desired
« prevents blow-out | .___/ cracking pressure
of o-ring. '

- Locking screw
< maintains setting.

End Connections
+ Male & Female ISO threads,
Male & Female NPT.
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Stop nut O-Ring One-piece Body
« helps to contain « provides leak tight shut-off » made from bar stock
the insert.
Features

* Working pressure to 3000psig(206 bar) @70°F(21°C)

= Temperature range from -10°F to 375°F(-23°C to 191°C) with Viton Seal
* One picce body construction

* Ease adjustment

* Wide range of cracking pressure

* Materials include stainless steel and brass.

Technical Data

End Connection Sizes 1/4" | 1/2"
Max. Working Pressure .
@21°C (70°F) 3000 psig (206 bar)
. Viton :-10°F to 375°F (-23°C to 191°C
Operating Temperature Range Buna-N : -10°F to 250°F E-23°C to 121 oC;
3to 50 psig

Cracking Pressure Range 1:2 :g ;gg z:g

350 to 600 psig
Flow Coefficient (Cv) 0.35 | 1.20
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